
Flow Range
A
B
C
D
E
F
G
H
J

40 g/h
100 g/h
300 g/h
1 kg/h
3 kg/h
10 kg/h
30 kg/h
100 kg/h
100 kg/h*

% of Native Range
100% to 300%

A
B

Accuracy
Standard
High

Port Type
F
G
J
N
R
S

UNF Female
SAE (AS502) female
SAE (J1926) female
NPT female
VCR male
COMP male

Port Size
A
B
C
D
E

1/16 inch
1/8 inch
1/4 inch
3/8 inch
1/2 inch

Body Seals
F
E
K
N
S

FKM
EPDM
FFKM
Nickel alloy
Stainless steel

IP Rating
0
7

IP40
IP67

Pressure Rating
A
B

Standard (1500 PSIA)
High (4000 PSIA)

Analog Signal
A
C
G
T
X

0-5 VDC
4-20 mA
4-20 mA, 0-5 VDC pump
0-10 VDC
No analog

Digital Comm.
2
3
4
5
6

RS-232
EtherNet IP
RS-485
EtherCAT
PROFINET

Display
X No Display

Valve/Pump Seal
K
E
P
A

FFKM
EPDM
PCTFE
PPS

Valve/Pump 
Identifier

K##
B##
GA#
GB#

K Valve
B Valve
GA Pump
GB Pump

for controllers and pumps

Body Material
S
N

Stainless steel
Nickel alloy

KC D 150 K042 X P0 AS K AC SRB

 CODA Part Number Decoder

K
KC
KF
KG

Family
Meter
Controller
Pump controller
Pump System

February 2024

Electrical Connection
K
R
S
C
E
P

DB15, USB-C
DB15, USB-C, 5 pin m8
DB15 Sierra, USB-C
DB15 legacy pump, USB-C
Dual RJ45
8-pin M12


